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File Device Help
IC| @]

General  Channel Spedific

Microphone Input
Source

Headset

Headset Mic Power

Off

Headszet Mic Gain
33dE

Gooseneck Mic Gain
24dB

Dante Aux In Trim
0de

L

Dante Aux In as Mic In Source

Disabled

o

Headset
Sidetone Level
Medium
D
0 de

Speaker
Source
Manitor A
D
&6dB

Dante Monitor Qutputs

Mode
Off

Dim
0dB

System
Level Control Position Display

On v

Signal Present Display

on a'
LED Intensity

High ~
Hot Mic

off ~

Headset and Monitor Outputs
Follow Mic Source

Off =

Status: @

Monitor A Call Tone Level

off

Monitor B Call Tone Level

Off

Remote Contral Input 1

Off

Remote Control Input 2

off
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Monitor Routing
Manitor A ~

Call Indication
Visual Only

)
General  Channel Specific
Channel 1 Channel 2
Button Mode Button Mode
Hybrid w Hybrid w
Button Function Button Function
Talk w Talk v
IFE Program Dim IFE Program Dim
15 dB i 15dB e
Headset Routing Headset Routing
Left and Rigl ~ Left and Rigl ~

Monitor Routing
Manitor A ~

Call Indication

Visual Only

Channel 3

Button Mode
Hyhrid ~

Button Function
Talk -

IFE Program Dim
15dB ~

Headset Routing
Left and Rigl ~

Monitor Routing
Maonitor A ~

Call Indication
Visual Only

Channel 4

Button Mode
Hybrid b

Button Function
Talk -

IFE Program Dim
15dB ~

Headset Routing
Left and Rigl ~

Monitor Routing
Manitor A ~

Call Indication

Visual Only

Channel 5

Button Mode
Hybrid -

Button Function
Talk -

IFE Program Dim
15dB ~

Headset Routing
Left and Rigl ~

Monitor Routing
Manitor A ~

Call Indication

Visual Only

Channel &

Button Mode
Hyhrid w

Button Function
Talk ~

IFE Program Dim
15dB ~

Headset Routing
Left and Rigl ~

Monitor Routing
Monitor A ~

Call Indication
Visual Only

Channel 7

Button Mode

Hybrid ~

Button Function

Status:

Channel 8

Button Mode
Hybrid w

Button Function

Talk w

m Dim

18 kHz Tone outing
20 kHz Tone idl

Talk with Quindar Tones 2

Disabled

Monitor Routing Monitor Routing

Manitor A ~ Manitor A ~
Call Indication Call Indication

Visual Only Visual Only
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